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Many solid materials exhibit stress-induced phase transformations. Such phenomena can be mod-
elled with the aid of the nonlinear elasticity theory with appropriate choices of the strain-energy
function. It was shown by Gurtin (1983) that if a two-phase deformation (with gradient F) in a
finite elastic body is a local energy minimizer, then given any point p of the surface of discontinuity,
the piecewise-homogeneous deformation corresponding to the two values F*(p) of F(p) is a global
energy minimizer. Thus, instability of the latter state would imply instability of the former state.
In this paper we investigate the stability properties of such piecewise-homogeneous deformations.
More precisely, we are concerned with two joined half-spaces that correspond to two different phases
of the same material. We first show how such a two-phase deformation can be constructed. Then the
stability of the piecewise-homogeneous deformation is investigated with the aid of two test criteria.
One is a kinetic stability criterion based on a quasi-static approach and on the growth/decay be-
haviour of the interface in the undeformed configuration when it is perturbed; the other, referred to
as the energy criterion, is by determining whether the deformation is a minimizer of the total energy
with respect to perturbations of the interface in both the current and undeformed configurations.
We clarify the differences between the two criteria, and provide a compact formula which can be
used to establish the stability/instability of any two-phase piecewise-homogeneous deformations.
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1. Introduction

It is well-known that stress-induced phase transformations can be modelled with the aid of the
nonlinear elasticity theory with appropriate choices of the strain-energy function. There are three
major issues that need to be resolved. These are (i) characterization of materials that can support
multi-phase deformations (the question of existence), (ii) description of multi-phase deformations
under various loading conditions when the strain-energy function and geometry of the elastic body
are specified, and (iii) determination of the stability of multi-phase deformations that can exist
mathematically. Many previous studies have been devoted to the resolution of the first issue. For
instance, existence of multi-phase deformations was investigated by Knowles and Sternburg (1978),
Ball (1980), James (1981), Rosakis (1990), Rosakis and Jiang (1993) for compressible materials,
and by Abeyaratne (1980), Abeyaratne and Knowles (1989) for incompressible materials. All these
studies except that of Ball (1980) were concerned with isotropic materials. One important result
that emerged from such studies is that a necessary condition for the existence of multi-phase
deformations is that the material loses strong ellipticity at some deformation gradient. Studies in
the same spirit for transversely isotropic materials have been carried out by Qiu and Pence (1997),
Merodio and Pence (2001a, b), and Merodio and Ogden (2002, 2003). In a recent series of papers,
Freidin and Chiskis (1994a, b), Morozov and Freidin (1998), Freidin and Croitoro (1999), and
Freidin et al. (2002), it was demonstrated that more explicit results for 3-D deformations could be
obtained by constructing so-called phase transition zones (PTZs). For isotropic materials, a PTZ is
a subspace of R? to which the three principal invariants of the Cauchy-Green deformation tensors
(or equivalently the three principal stretches) on either side of a phase boundary must necessarily
belong. In characterizing the PTZ for a generally isotropic material, the existence conditions for
multi-phase states were most naturally obtained.

Detailed descriptions of multi-phase deformations for non-convex strain-energy functions seem
to have been pioneered by Ericksen (1975) who considered the simple problem of a stretched elastic
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bar and illustrated the important role played by the one-dimensional Maxwell relation in the sta-
bility considerations. Following Ericken’s (1975) approach, Abeyaratne (1981) considered the finite
twisting of an incompressible elastic tube, Fosdick and MacSithigh (1983) studied the helical shear
of a compressible elastic tube, Fosdick and Zhang (1993, 1994, 1995a, b) considered a variety of tor-
sion and anti-plane shear problems involving elastic cylindrical tubes, and more recently, Tommasi
et al. (2001) considered an incompressible elastic body in a state of homogeneous plane strain. It
was demonstrated in these studies that depending on the loading conditions the energy minimizer
may consist of a single phase or a mixture of two phases.

The present paper addresses the third issue listed above. We consider the stability of an infi-
nite space of elastic material that has divided into two half-spaces through a stress-induced phase
transformation, the deformation in each half-space being homogeneous. This is an idealized model
problem, but its importance can be seen from the paper by Gurtin (1983) where the author showed
that if a two-phase deformation (with gradient F) is a local energy minimizer, then given any
point p of the surface of discontinuity, the piecewise-homogeneous deformation corresponding to
the two values F¥(p) of F(p) is a global energy minimizer. Thus, instability of the latter state
would imply instability of the former state. The problem examined in the present paper can be
viewed as a building block in determining whether a multi-phase inhomogeneous deformation is a
stable deformation or not.

Our present study is in the same spirit as those of Eremeyev and Zubov (1991), Eremeyev (1999)
and Eremeyev et al. (2003) in the sense that in assessing the stability of the two-phase deformation,
we allow the phase boundary in the reference configuration to be variable and to take part in the
energy minimization. Thus, the present study differs from that of Simpson and Spector (1991) in
which the interface in the reference configuration between the two half-spaces was not allowed to
vary and hence the problem addressed by them was essentially a joint-body problem.

The rest of this paper is organized as follows. In the next section, we present the general gov-
erning equations for stress-induced phase transformations of elastic bodies. An important issue in
the studies of phase transformations is how to characterize a two-phase state and conditions for its
existence. In Section 3 we explain a procedure through a simple example and relate it to a general
procedure that has been developed by Freidin and Chiskis (1994a, b). In Section 4, we derive the in-
cremental governing equations when the primary two-phase state discussed in Section 3 is subjected
to general perturbations. The perturbations include a perturbation of the position of the interface
in the undeformed configuration and perturbations of displacement in the current configuration.
We use a quasi-static approach in which only the position of the interface in the undeformed config-
uration is assumed to depend on time. When this time dependence is also neglected, the governing
equations are those for an adjacent equilibrium state. Following Eremeyev et al. (2003), we write
down a kinetic stability criterion based upon the observation that the rate of energy dissipated as
the interface traverses the material in the undeformed configuration should be non-negative. In Sec-
tion 5, we consider perturbations in the form of a normal mode which is sinusoidal in the direction
parallel to the unperturbed interface and decays exponentially along both directions orthogonal to
the unperturbed interface. Our analysis draws upon recent results of Fu and Mielke (2002) and
Mielke and Fu (2004) for the half-space problem. As a result, the bifurcation condition and the
condition for kinetic stability are written in an explicit form that is very amenable to computa-
tions even in the general case. In Section 6, we derive a similar explicit expression for the energy
increment when the primary two-phase deformation is subjected to normal-mode perturbations. In
Section 7, a numerical example is used to illustrate the fact that when perturbations/variations
of the interface in the undeformed configuration are also allowed, the region of stability is only a
subset of the corresponding region of stability when such perturbations/variations of the interface
are not allowed. In the final section, we summarize our results and make some additional comments.

2. Governing equations

Let the static deformation of an elastic body be given by
x = x(X), (2.1)

which assigns position x to the material point that occupies position X in the undeformed (refer-
ence) configuration. In this paper we shall study deformations associated with stress-induced phase
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transformations. At an interface between two different phases of the same material, at least one
of the first derivatives of z;(X ) suffers a discontinuity, where x; and X4 are the coordinates of
x and X relative to a common rectangular coordinate system. We shall follow the convention that
lower case subscripts are associated with the coordinates of x and upper case subscripts with the
coordinates of X. The jump of a function f across a phase interface is defined by

fl=f"=f, (2.2)

where superscripts “+” and “—” signify evaluation at the interface as it is approached from the
two sides respectively. To avoid using double superscripts, we shall replace a superscript “+” or
“—” by the corresponding subscript on quantities that have already another superscript. Thus, for
instance, f* and gi both signify evaluation on the “+” side of an interface. When there is no “+”
or “—" superscript/subscript attached to a field variable evaluated at the interface, it means that
the variable can be evaluated on either side of the interface.

The behaviour of an elastic body is completely described by its strain-energy function W which

is taken to be a C? function of the deformation gradient F. Thus, we write W = W (F), where

7

ox
F = e F’L — L4,A, 2.3
oxX A 23)
and a comma signifies partial differentiation. The first Piola-Kirchhoff stress tensor 7 is given by
ow ow
T
= A= . 24
T T oF T OF, 24)
The equilibrium equation is given by
Dive’l =0, maa=0, (2.5)
and its weak form is
[*N] =0, [miaNa]=0, (2.6)
where N denotes the unit vector normal to the interface in the reference configuration and points
from the “+” phase into the “—” phase. The jump condition (2.6) expresses continuity of traction
across the interface.
The conservation law (2.5) may also be written as
DivM =0, Mapa =0, (2.7)
with corresponding weak form
[M"N] =0, [MapNa]=0, (2.8)

where M, defined by
M =WI-=TF,

is the Eshelby energy-momentum tensor (see Eshelby (1975)). Noether’s (1918) theorem states
that for a system arising from a variational principle, every symmetry of the variational principle
gives rise to a conservation law. The conservation laws (2.5) and (2.7) arise from the invariance of
the energy functional with respect to translations in x and X, respectively (Olver 1986, p. 281).
As another interpretation, equations (2.5) and (2.7) are necessary conditions for the deformation
x = x(X) to be a stationary point of the energy functional when variations in x and X are
considered, respectively. Correspondingly, the jump conditions are necessary conditions for the
energy functional to be stationary when the interface is perturbed in the current and reference
configurations, respectively (Grinfeld 1980, Abeyaratne 1983).

Consider a material curve X = X(s) that lies on the interface in the reference configuration,
where s parametrizes the curve. This curve is given by x = x(X(s)) in the deformed configuration
and a tangent vector to this curve is given by FX’(s), where a prime denotes differentiation with
respect to s. Since this tangent vector must be single-valued at the interface, we deduce that
[F]JA = 0 for all vectors A tangent to the interface in the reference configuration. It then follows
that [F] must necessarily take the form

[F]=f®N, (2.9)

Article submitted to Royal Society



4 Y.B. FPu and A.B. Freidin

where f, defined by
f = [F]N, (2.10)

may be referred to as the amplitude of the jump in [F]. With the use of (2.6) and (2.9), the jump
condition (2.8) can be written as ([W] —f-wN)N = 0. Thus, (2.8) yields only a single jump
condition, namely,

(W] —f- N = 0. (2.11)

Any static two-phase deformation must satisfy the equilibrium equation (2.5) away from the inter-
face and must satisfy the jump conditions (2.6), (2.9) and (2.11) across the interface.

Suppose that F~ is known and we wish to determine F*. The five unknowns f1, fa, f3, N1, No
are restricted by only four scalar equations obtained from (2.6) and (2.11) (note that N is a unit
vector). Thus, for each fixed F~, we expect to obtain a family of solutions. We note, however, that
since N will appear in our analysis through N2, N3, N2, which must be non-negative, we anticipate
that F~ cannot arbitrarily be specified and must belong to a so-called phase transition zone (PTZ)
(Freidin and Chiskis 1994a, b). Only those deformation gradients that belong to the PTZ can appear
as a deformation gradient on either side of a phase interface. We note that throughout our analysis
the “4+” and “—” phases take equal footing, and therefore any restrictions/properties derived for
the “—” phase are equally valid for the “4+” phase.

Define a function w(n) through w(n) = W(F~ + n[F]). It then follows from (2.4), (2.9) and
(2.11) that w'(0) = w'(1) = [W] = w(1) —w(0). Thus, by the mean-value theorem, there must exist
an n* € (0,1) such that

w”(n*) =0, (2.12)

which then implies that the strong ellipticity condition is necessarily violated at F = F~ + n*[F]
(Knowles and Sternberg 1978). However, a necessary condition for the stability of any deformation
(and hence in particular the two-phase deformation) is that everywhere W is rank-one convex
(Gurtin 1983). Throughout this paper we make the slightly stronger assumption that W is strongly
elliptic (i.e. strict rank-one convex) on both sides of the phase boundary. Then w”(0) > 0, w" (1) > 0,
and strong ellipticity must necessarily fail on some segment 1 € [nf,n5], where 0 < 07,73 < 1. This
will be reflected in the fact that a zone of non-ellipticity is always embedded in the PTZ.

The left Cauchy-Green strain tensor B is defined by B = FFT and its three principal invariants
are given by

L = tr(B) =X+ A+,
I, = J2trB™ = MA3 + A3 + 303,

where A1, Ao, A3 are the three principal stretches. It is found to be more convenient to express the
jump conditions (2.6), (2.9) and (2.11) in terms of the Cauchy stress tensor o = J 'Fn” and the
unit normal 7 to the interface in the deformed configuration. We have

[F]=(a~ ®n)F~ = (at @n)FT, (2.14)
[c]n =0, (2.15)
[W]—c-on=0, (2.16)
where 1
- +
c=J a =Jta", at= mf. (2.17)

The continuity of ¢ indicated above arises from the continuity of a surface area element on the
interface (noting Nanson’s formula F'nda = JNdA, where dA and da are two corresponding area
elements in the undeformed and deformed configurations, respectively).

It will be seen that the normal n appears in our analysis through the orientation invariants

Ni=n-Bn, N ;=n-B'n (2.18)
introduced by Freidin and Chiskis (1994a). These invariants are discontinuous across the interface,
but two other alternative quantities G7 and G_1, defined later by Freidin et al. (2002) through

Ny I

Gl:ﬁ’ Gq:ﬁ

~N_4, (2.19)
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Figure 1. The region where solutions of (2.21) and (2.22) for n and nj3 are non-negative.

are both continuous across the phase interface. That is
[G1] =0, [G_-4]=0. (2.20)

The first condition is equivalent to the continuity condition indicated in (2.17), whilst the second
follows from the continuity of line elements across the interface.
Relative to the principal axes of stretch, G; and G_; take the form

G = A0 2 2 (052032 = AT D) 20252 — A2\ D), (2.21)

G i =22+ 0202052 = A7) +n3(052 = A\)2). (2.22)

In Fig. 1 we have shown the region in the G;G_;-plane where the solutions of (2.21) and (2.22) for
n?,n3 are non-negative. This diagram of admissible values plays an important role in the construc-
tion of PTZs in the general case (see the discussion around (3.42)).

For plane-strain problems, we have A3 = 1,n3 = 0 and equations (2.21) and (2.22) reduce to
Gi=G_1—1=X"2+(\>— A7) ni. (2.23)
The n% will satisfy the inequalities 0 < n% < 1 only if (G1,G_1) lies on the side ng = 0 of the
triangle in Fig. 1.
3. A piecewise-homogeneous state

We now specialize to the case when the elastic body occupies the infinite space. We assume that
under a plane-strain homogeneous deformation, a phase transition takes place and the infinite space
divides into two half-spaces of different phases with a plane interface located at N - X = 0. Thus,

F:{F_ nmn 0<N- -X<o0o (3.1)

Ft in —co<N-X<0.

Without loss of generality, we may assume that the principal axes of stretch of F~ coincide with
the X;- and Xs-axes. Thus, we may write

Fo— < 31_ i; > (3.2)

where A\ and A, are positive constants. We note that for the present plane-strain problem, we
have only three unknowns fi, fo, N7 that are determined by three equations deduced from (2.6)
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and (2.11). This is in contrast with the general 3-D problem where we have an under-determined
system of five unknowns determined by four equations. The three equations for fi, fo, NZ will have
a solution satisfying 0 < N7 < 1 only if (A], \;) lies in a PTZ (see discussions following equation
(3.49)). Only a subset of this PTZ (which will be referred to as a restricted PTZ) will correspond
to a special choice of Ny such as N; = 0.

To illustrate how a PTZ is constructed and the role it plays in the understanding of a phase
transformation process, we first consider the simple case when N; = 0, N = 1. From Nanson’s
formula we deduce that n; = do;. It can then be shown with the aid of the continuity condition
(2.20); that [A\;] = 0 and that F' is also diagonal: F™ = diag {\],AJ, }, where the principal
stretch A is to be determined. Thus

[F] = diag {0, [A2]}, £ =(0,[2])" (3:3)

For the present problem, (2.4) reduces to

. ow ow
W—dlag{a)\l,%}, (34)
and the jump conditions (2.6) and (2.11) reduce to
ow
—|=0 3.5
ou1=0, (35)
and oW
— Dol — = 0. .
W) Dal gy =0 (3.6)

We may solve (3.5) to express A\J in terms of A{ and A, . Equation (3.6) then yields a single
equation for A and A, , which defines a curve in the AjAg-plane. This curve can be viewed as a
restricted PTZ. Clearly, for any chosen A], a phase transformation is possible only if this equation
has at least two positive roots for A5 . If there are exactly two roots, then one root is A5, whilst
the other root is )\;

To obtain more explicit results, we now consider the Hadamard strain-energy function given by

1 1
W = 5011 + §d12 + o(J), (3.7)
where ¢ and d are constants. We further assume that ¢ takes the simple form
1 1
O(J) = Fet (] = J)t — 50 (J = Je)? 4 ag(J — J,), (3.8)

where Fg, J., ag,a1 are also constants. For the 3D-case (3.7) and (3.8) were examined by Freidin
and Chiskis (1994a). In all the subsequent illustrative calculations, we take a; = 0.8,d = 0.2, J, =
2,c = 0.032.
For the plane-strain deformation under consideration, equation (2.12) dictates that 92W /93,
given by
62W o 87T22
oN2 O\

must vanish for some (A1, A2). Thus, the material and A\; must be such that

=c+d+ A {d—a +3(J - J.)?}, (3.9)

c+d+ X\ (d—ay) <O0. (3.10)
Such considerations are useful when choosing strain-energy functions and material constants that

will actually give rise to phase transformations.
The jump conditions (3.5) and (3.6) now reduce to

{c+d(AT + 1)) + [¢/ ()M =0, (3.11)

(-4 a0+ 10} { 3081 = 25 Dl + 6] - Mralo' () =0, (3.12)
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Figure 2. The PTZ curve given by a typical solution of (3.17).

”

where we have omitted the superscript “—” on A; since it is continuous across the interface. On
eliminating ¢ + d(A? + 1) from (3.11) and (3.12), we obtain

% = S+ ). (3.13)

On substituting (3.8) into (3.13), we obtain

Jp+J_ =2J., (3.14)
or equivalently,
1
Ay = —(2J. — A1y (3.15)
A1
With the use of (3.8) and (3.14), equation (3.11) becomes
c+d 2
d—‘r‘T—‘r‘(Jf —Jc) — aq :0, (316)
1

which may be solved for A5 to give

1 c+d
o= — ot Jay—d— —5- 7, 17
2 /\1 {J ay )\% } (3 )

)

where we have omitted the superscript “—” on Ag since this result is valid for both phases. It is seen
that the strict form of the necessary condition (3.10) is also sufficient for a phase transformation
to be possible. When the material constants ag, ¢, d are fixed, equation (3.17) shows that a phase
transformation becomes possible when

c+d

2>
! al—d

(3.18)
For each )\ satisfying the above inequality, there are exactly two values of Ao which gives the values
of Ao on the two sides of the interface. We also observe that if, for instance, the infinite elastic body
is subjected to a biaxial stretch, then as Ay = Ag is increased gradually, a phase transformation will
take place when the line A\; = Aq intersects the lower branch of the curve given by (3.17) (point A
in Fig. 2). A new phase forms and across the interface between the two phases the principal stretch
A2 jumps from the value at point A to the value at point B.

The curve shown in Fig.2 is a typical PTZ restricted by the assumptions Ny = o4, A3 = 1.
Only those values of A\; and Ay on the curve can appear as values of principal stretches on either
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side of the interface. In the above example the orientation of the interface is specified beforehand.
It will be shown next that when the orientation of the interface is not specified, the PTZ is not a
curve but an area.

We now relax the assumption N4 = do4 and the assumption of plane-strain. We shall relate
the above analysis to a more general framework that has recently been developed by Freidin and
Chiskis (1994a, b). See also Freidin et al. (2002).

As stated in Section 2, in the most general case the five unknowns fi, fa, f3, N2, N2 are deter-
mined by four scalar jump conditions obtained from (2.6) and (2.11), or equivalently from (2.15)
and (2.16). For an isotropic elastic material, the strain-energy function may be assumed to take the
form

W =W(lL,1L,J), (3.19)

where I3, I, and J are given by (2.13). In this case it turns out that it is more convenient to assume
that I;, I ,J~ are specified, and to take I{*‘,I;',J*,Gl,G_l instead to be the five unknowns.
Following Freidin and Chiskis (1994a, b), our immediate objective is to express the four jump
conditions (2.15) and (2.16) in terms of these five unknowns. Once this has been achieved, we
would solve three of these jump conditions for I 1+ , I;r ,JT and substitute the resulting expressions
into the fourth jump conditions to obtain (3.42).

To evaluate (2.15), we need an expression of . With the use of (2.4) and (3.19), we find

o=l + B+ pu_B™!, (3.20)

where
o = W3 + 2J_112W2, H1 = 2J_1W1, o1 = —2JWs, (3.21)

and W1 = (9W/8[1, WQ = 6W/612,W3 = 6W/8J
We define a projector tensor P through

P=I-n®n. (3.22)
The jump condition (2.15) is then equivalent to
n-jon=0, and Plojn=0. (3.23)

With the use of (3.20) and (3.21), equation (3.23)1 2 may be reduced to

[Wa] + 2G4 [JWa] + 2G1[JW1] = 0, (3.24)
[(Wit1] — [Wats] =0, (3.25)

where 1
t, = jPBn, to = JPB 'n. (3.26)

Equation (3.24) is already of the required form. To simplify (3.25) further, we would need expressions
of B* and BL'. With the aid of (2.14) and the results

detIT+a®n)=14+a-n, (I+a®n)'=I-(1+a-n)'a®n,

we find
JT
5= = 1+a” -n, (3.27)
B"=B +a @B n+B n®a +N, a ®a, (3.28)
_ 2
B;'=BZ'- 7 (n® B 'la +B'a ® n) + ﬁ(a_ ‘B~ 'a )n®@n. (3.29)
It then follows that
tf =t; +Gih, tj =t, —PB 'h, (3.30)
where h = Pc and use has been made of the relation a- = ¢/J~ and the decomposition
c=(c-nn+h=J(a”-nn+h=[Jjn+h. (3.31)
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On substituting (3.30) into (3.25) and making use of the identity [fg] = fT[g] + [f]g~, we obtain
(WGI+ WrPB Hh = [Walt, — [Wh]t]. (3.32)

This equation is used to express h in terms of the five unknowns Ifr ,Ij ,JT,G1,G_1 (and other
“—" quantities which are assumed to be known).

It can be shown that the determinant of the coefficient matrix of h in (3.32) is equal to G3W,;" D*,
where

DT =G (W2 + G Wit Wy + (W52, (3.33)

Equation (3.32) then shows that provided Dy # 0, the component h of ¢ can be expressed as a
linear combination of t; and t; . We note that at the three vertices of the triangular region in Fig.
1, DT takes the form
DY = AN (W 4 AL W) (W 42, 177).

where (4,7) = (2,3),(1,3) or (1,2). This expression is positive when the Baker-Ericksen inequalities
Wi+ A2Ws > 0(k = 1,2, 3) are satisfied. Since D7 is linear in G; and G_1, it follows that DT is
positive over the entire triangular region in Fig. 1 (and hence for all the admissible values of G
and G_1) provided the strong ellipticity condition, and hence the Baker-Ericksen inequalities, are
satisfied.

Thus, equation (3.23)2 does not yield two equations for I, I7, J*, G; and G_; directly. Instead,
it gives us an expression for h. The two desired equations are obtained from (3.27)—(3.29) as

[[1] = Gi([J*] +h-h) +2h - t], (3.34)

[Io) = G_1[J%] = 2h-t; + h-BZ'h, (3.35)

where h is now known.
Finally, with the use of (3.20), (3.28) and (3.29), the jump condition (2.16) gives us the fourth
equation
(W] = 7.[J] + 2W h -t —2W, h-t;, (3.36)
where
Tn :Il-O'I’IZQJ(lel +G,1W2)+W3. (337)

The four equations, namely (3.24), (3.34), (3.35) and (3.36), can be solved for the five unknowns
G1,G_1, I}, I, J*. As an example, consider the special case when W = W (I3, J). Equation (3.32)
gives W;"G1h = —[W1]t], and these four equations are given by

(W3] + 2G1[JW1] = 0, (3.38)
+17— —7+ W
= s F W W g, 2 gy, (3.39)
Wi+ W] Wi+ W]
L]=G J2JW12] I —G{'G_y — G J? 3.40
(1] = GilJ7] = 3~ (I 1 Go1—GuJ2), (3.40)
i+
w2, _
[Io] = G_1[J?] — [W;] (I; —J2G_; — G{Y). (3.41)
it
If we solve three of these four equations to obtain
I1+ = IljL (Gl’G*1|I;7[277J7) )
I = I (G,GlI] 1y, J-),
Jt = J(G1,GI I, J-),
then the fourth equation defines a curve in the G1G_1-plane:
Y(G1, G|l , Iy, J7) =0. (3.42)
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10 Y.B. FPu and A.B. Freidin

For each fixed set of (I;,I;,J), phase transition is possible only if the curve given by (3.42)
intersects the triangular region shown in Fig. 1. Thus, in the most general case the PTZ is defined
by

PTZ:={(I;,1;,J7) € R*| I >0,I; >0,J > 0,and the intersection between

(3.42) and the triangular region in Fig. 1 is non-empty } .

For the special class of material given by (3.7), [W;] = [W2] = 0, and equation (3.32) then yields
h = 0. Equations (3.36), (3.24), (3.34) and (3.35) reduce to

=500+ (3.43)
% = —(CGl + dG71)7 (344)
(1] = G1[J?],  [I2) = G4[J?), (3.45)

where in obtaining the simplified form in (3.43), we have also made use of the expressions (3.44)
and (3.45).

Equation (3.43) can be solved to express J* in terms of J~. With JT eliminated, the left hand
side of (3.44) is a function of J~ alone so that (3.44) takes the form (3.42). We note that if ¢ is a
quartic polynomial, then (3.43) can be reduced to

Tt =07 =2¢"(J7) /6" (J), (3.46)

which recovers (3.14) when ¢ is given by (3.8).
When ¢ is given by (3.8), equations (3.44), and hence (3.42), take the form

cG1+dG_q + (J_ — JC)2 —a1 =0. (347)

In the space of principal stretches, the PTZ is formed by all sets of principal stretches at which
(3.47) has a non-empty intersection with the shaded triangular region in Fig. 1. It then follows
that the PTZ is bounded by the three surfaces obtained by requiring (3.47) to intersect the three
vertices in Fig. 1 respectively. Thus, the three bounding surfaces are

c 1 1 9
)\%)\g‘+d(>\—§+)\—§)+(/\1>\2)\3—Jc) —a; =0,
c 1 1 9
\2\2 + d(p + P) + (AA2A3 — Jo)® — a1 =0, (3.48)
13 1 3
c 1 1 9
N2 +d(}\—% + )\—%) + (AA2A3 — Je)® —ay = 0.

We observe that on these three bounding surfaces, we have n? = 1,n3 = 1,n% = 1, respectively. For
plane-strain deformations, the PTZ boundaries can be obtained by setting A3 = 1 in (3.48). The
third surface in (3.48) should be neglected since it corresponds to n3 = 1. Alternatively, the PTZ
can be obtained from those of (A1, Ay) at which (3.47) with A3 = 1 has a non-empty intersection
with the side ng = 0 of the triangle in Fig. 1. Thus, again the PTZ is bounded by (3.48)12 with
A3 =1

The PTZ for plane-strain deformations can also be constructed directly as follows. On substi-
tuting (2.23) into (3.47), we obtain

(J—Jo) —ar+d+ (c+d) {7+ (A2 = A7%)ni} =0, (3.49)

“_»

where we have omitted the superscripts on A1, Ay and J since it should also apply to the “+”
phase. The PTZ boundaries clearly correspond to n = 0,1. When n? = 0, (3.49) yields

1 c+d
No=—dotJag—d— L .
2= {J‘ ay 22 } (3.50)
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Figure 3. The PTZ (shaded region) with boundaries defined by (3.50) and (3.51) when
a1 =0.8,d=02,J. = 2,¢=0.032.

which is the same as (3.17) and (3.48)2. When n? = 1, (3.49) yields

1 c+d
M= dotJag—d- AL 51
1 )\2{1 ay 22 } (3.51)

which is the same as (3.48);. The curve corresponding to (3.51) can be obtained by reflecting the
curve (3.50) about the line A\; = \o. It is easily found that 0 < n? < 1 corresponds to the shaded
region in Fig. 3, which is the PTZ for the case under consideration.

The pair of principal stretches at any point inside the shaded region in Fig. 3 qualifies as a pair
of principal stretches on one side of a phase boundary. These principal stretches must be a solution
of (3.49) for some n? satisfying 0 < n? < 1. The principal stretches appearing on the other side of
the phase boundary are then determined by solving (3.49) together with J+* = 2J, — J~. As an
example, we take \| = 4, A\, = 0.45. Equation (3.49) then yields n? = 0.48224. Now solving (3.49)
with A; A2 = 2J, — 4 x 0.45, we find that there are two solutions for the principal stretches on the
other side of the phase boundary: \] = 4.89996, \j = 0.448983, or \{ = 0.465225, \j = 4.7289.

It can easily be shown that when 0 < n? < 1, the curve given by (3.49) is necessarily closed.
Fig. 4 shows this curve when n; = 0.5. It also shows that for every point on this curve, A say, there
are two other points B and C on this curve that satisfy the additional condition J* = 2J. — J~.

Fig. 3 shows that any loading path starting from the stress-free state will hit the n; = 0 curve or
ng = 0 curve first. This means, for example, that under biaxial stretching the new phase boundary is
either perpendicular or parallel to one of the principal axes. We remark, however, that it is possible
to find strain-energy functions for which the boundaries of the PTZ do not correspond to either
ni1 = 0 or ng = 0. In this case the new phase boundary under biaxial stretching would be skewed
with respect to the principal axes (as in the case of shear band formations). Such examples can be
found in Freidin and Chiskis (1994b), Freidin et al. (2002).

4. Incremental equations

The primary two-phase deformation determined in the previous section is a stationary point of the
energy functional with respect to perturbations of (i) the displacement field, (ii) the phase bound-
ary in the current configuration, and (iii) the phase boundary in the reference configuration (as
ensured, respectively, by the satisfaction of the equilibrium equation (2.5) and the jump conditions
(2.6) and (2.8)). However, it is not clear whether such a two-phase deformation is stable, despite
the fact that rank-one convexity ensures stability with respect to a special class of perturbations
(known as Weierstrass-type perturbations, see Cherkaev 1991, p.151). We shall use two stability
criteria to investigate its stability properties. The first one is a dynamic approach where we apply
a perturbation and determine if the perturbation will grow. The other one is to determine whether
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Figure 4. The curve (thick line) given by (3.49) when n; = 0.5. If principal stretches on the — side of an
interface are given by the coordinates of A, then the principal stretches on the + side of the interface are
given by the coordinates of either B or C'

the two-phase state is an energy minimizer. In both approaches, the perturbation takes the form of
a normal mode. In this section, we shall derive the incremental equations governing the evolution
of such a normal mode.

Originally, the phase boundary is given by IN-X = 0. For convenience, we shall use a parametric
representation

X=Y(s), —oo<s<oo, with Yi(s) = Nas, Ya(s)=—Niys. (4.1)

Suppose that under the same dead-load boundary conditions at infinity, the interface of the two-
phase state is subjected to a small amplitude perturbation and its new location is given by

X =Y(s)+&(s,t), where |£] < 1. (4.2)

With the interface perturbed, although the primary deformation x = x(X) still satisfies the equilib-
rium equation and boundary conditions at infinity, it will in general not satisfy the jump conditions
(2.6) and (2.11) now applied at the new interface (4.2). Let X = %(X,¢) be the new solution that
satisfies the jump condition (2.6) as well as the equilibrium equation, but not necessarily the jump
condition (2.11). Thus, we shall neglect the inertial term in the equation of motion, and following
Eremeyev et al. (2003), we shall replace (2.11) by

ar

a7714([{;[/],f.71-1§1)7 '=¢-N (4.3)

where k is a positive constant, OT'/dt represents the normal speed of the interface, and N is the
unit normal to the perturbed interface (4.2). This approach may be referred to as a quasi-static
approach. The evolution equation is motivated by the fact that the rate of energy dissipated as the
interface traverses the material is given by (Knowles and Sternberg 1978, Knowles 1979)

/([W] —f. ﬂ'N)g—E‘ds.

The assumption (4.3) is made to ensure that this integral is non-negative.
In a normal mode approach, we consider perturbations of the form

[(s,t) = v(t)e®* = ~(t)e'®, (4.4)
where v(t) is the amplitude function to be determined and the K is a unit vector orthogonal to N:

K = (Ny, —N,)T. (4.5)
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Stability of two-phase deformations 13

In the representation (4.4) the wavenumber along the interface is chosen to be unity. This is with-
out loss of generality since the present problem does not have a natural lengthscale. The above
choice of unit wavenumber amounts to using the inverse of the actual wavenumber as the reference
lengthscale.

The quasi-static deformation X = %X(X,t) is essentially the solution to a joint-body problem
(i.e. two half-spaces of different materials joined together along the interface (4.2)) and contains
~(t) as a parametric function. On linearizing the right hand side of (4.3), we would obtain a linear

differential equation of the form p

1dy

T L, (4.6)
where the coefficient L contains all the information about the primary two-phase deformation
determined in the previous section. It will be shown later that L is always real. Our kinetic stability
criterion may then be stated as follows. The primary two-phase state is unstable if L < 0 in which
case v grows exponentially and stable if L > 0. The case L = 0 corresponds to marginal/neutral
stability.

We write
x =x(X) + u(X, ), (4.7)

where in the context of the above discussions u(X, ¢t) may be viewed as the incremental displacement
field induced by the interface perturbation £&. We remark, however, that u may also be superimposed
on the primary deformation independently of £&. We now derive the incremental equations satisfied
by u. To simplify notation, from now on we shall suppress the dependence of u on t.

First, linearizing the expression for the location of the interface in the current configuration, we
obtain

x = x(Y(s)+&) +u(Y(s) +£), (4.8)
x(Y(s)) + F(Y(5))§ +u(Y(s)),

where here and hereafter we neglect terms that are quadratic or of higher order in I" and an overbar
signifies association with the primary two-phase deformation determined in the previous section.
Since this expression should be independent of which side of the interface it is evaluated, we have

[Fl€ + [u] =0, (4.9)

where the jumps are evaluated at the unperturbed interface. The deformation gradient correspond-
ing to (4.7) is

ox Jx OJu - Ou
F=——-=—+-—==F+V h V=_—_. 4.1
oX ~oxX Tox v whee X (4.10)
Linearizing the stress tensor given by (2.4) about F = F, we obtain
Tia = Tia + Eia;Bu; B, (4.11)
where s
Eiajp = (4.12)

Thus, the incremental equilibrium equation is simply

Eiajpujpa = 0. (4.13)

“_»

Evaluating the expression of F given by (4.10) on the immediate and “4” sides of the interface
(4.2), linearizing and then subtracting the two expressions, we obtain

[F] = [F] + [V]. (4.14)

We emphasize that the jump on the left hand of (4.14) is evaluated at the perturbed interface but
the two jumps on the right hand sides are evaluated at the unperturbed interface and (4.14) is only
valid to leading order. In obtaining (4.14) use has also been made of the fact that F is homogeneous
in both phases. Applying the same procedure to (4.11), we obtain

Tia =Tia + Eipjpt; g (4.15)
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14 Y.B. FPu and A.B. Freidin

[mia] = [Tial + [Eiajpuj Bl (4.16)

We now evaluate the jump condition (2.6). First, the unit normal N is given by
N=N-(N-¢)K=N-T'K (4.17)

to leading order, where a prime denotes differentiation with respect to the parameter s. Thus, the
jump condition (2.6) yields

[Eiajpu;,B)Na — [Tia] KA = 0. (4.18)
The incremental displacement field u is determined by solving the equilibrium equation (4.13)
subjected to the continuity conditions (4.9), (4.18) and the decay conditions u — 0 as Xo — *o0.
We observe that this is essentially a joint-body problem with " appearing in the forcing terms. As
will become clear shortly, a solution can be found for each I' unless the two bonded half-spaces
are only neutrally stable with respect to interfacial perturbations (in that case the interface can
support a standing wave and so u cannot be uniquely determined).

We now proceed to linearize equation (4.3). First, we have

W =W(F) + Tau;,4. (4.19)
It then follows that B
W] = [W]+ [Fiauial, (4.20)

where W = W (F). The amplitude vector f is computed according to (2.10). Thus, with the use of
(4.14) and (4.17), we have

fi = fi+[uialNa, (4.21)

where

fi = [Fia]Na (4.22)

is the amplitude of [F;4] associated with the primary deformation. The factor 7N in (4.3) can be
computed with the aid of (4.15) and (4.17) and is given by

WiANA:ﬂ;lNA:ﬁiANA""E;quu;BNA_ﬁ;lKAF/- (423)
Finally, on substituting (4.20), (4.21) and (4.23) into (4.3), we obtain

100

o = [Fiaui,a] = fi (E;UBU;BNA - 7_TZ4KAF’> — Tiplui,A]NgNa, (4.24)

where use has been made use of the fact that
W] —f-aN =0, (4.25)

which is simply (2.11) applied to the primary deformation.

We observe that if we set OI'/0t = 0, then the equations derived in this section are the governing
equations for an adjacent equilibrium state. If these static equations have a non-trivial solution, then
the primary two-phase state may cease to be the unique equilibrium solution under the prescribed
boundary conditions.

5. Kinetic stability analysis
In the normal mode approach, we look for a solution of the form
u(X) =z(y)e +C.C., y=5=K-X, 3 =N-X, (5.1)

where z is to be determined and we expect that z will have two separate expressions valid for
0 < ys < oo and —oo < ya < 0, respectively. The C.C. in (5.1) denotes the complex conjugate of
the preceding term. Equation (4.13) yields

Tz" +i(R+ R")z — Qz = 0, (5.2)
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Stability of two-phase deformations 15

where a prime now denotes differentiation with respect to the argument y, and the components of
the 2 x 2 matrices T, R, Q are given by

Tij = EiajpNaNp, Rij = Eja;pKaNp, Qij = E;ajpKaKp. (5.3)

These expressions are valid for both phases. To specialize to a specific phase, we only need to put
a superscript/subscript “+” or “—” on the relevant quantities such as T;; and E;4,5.
To find the general solution of (5.2), let

2(y) = ach”2, (5.4)
where p is a constant and a a constant vector. On substituting (5.4) into (5.2), we obtain
{P’T+ (R+R"p+Qta=0. (5.5)

Since we have assumed that the materials in the “+” and “—” phases both satisfy the strong
ellipticity condition, it follows that the eigenvalues determined by (5.5) cannot be pure real. Denote
the four eigenvalues by

P1, P2, ]517 ]527 where Im(pl) > 0) Im(pQ) > 0)

and the associated eigenvectors by

2)

)

a®), a® a0 4l

) 7

where here and hereafter a hat signifies complex conjugation and Im(p;) denotes the imaginary
part of p;. The general solution for z is then given by

2
Zd;a@ei”;y% 0 <y < 00,
k=1

2
(k) it

Zdzaf)ewk Y2 o0 < yp <0,

k=1

where d;,d;; (k= 1,2) are constants and p;” and p,, (k = 1,2) have been selected to ensure that
z — 0 as yo — +00. Hence,

2
2= =Y dia =Ad", (5.7)
k=1
2
2 =Y dfal? = Atat, (5.8)
k=1
where
A* = @P,a?),  d* = (df )" (5.9)
With the use of (5.1), we obtain
(E;jBu;fBNA) = (T+z/+ + iRIz"’) eV 4+ C.C. = Mtzte +C.C, (5.10)
( ZAjBu;BNA) = (T_zl_ + iR?z_) eV +C.C.=—-M"z ¥ 4+ C.C, (5.11)

where the notation (4;) is used to mean the vector with components A; and the second relation in
each equation serves as the definition for the surface impedance tensors M and M ~, respectively;
see Fu and Mielke (2002). With the use of (5.6), we obtain

M* =—-iB*Ay', B*f =Y, b?), (5.12)
where
b = (pFT* + RD)aY, k=12 (5.13)
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16 Y.B. FPu and A.B. Freidin

It is known (see, e.g., Mielke and Fu (2004)) that the surface impedance tensor M (=M™ or M ™)
is Hermitian and satisfies the matrix Riccati equation

(M —iR)T (M +iR") — Q = 0. (5.14)

The simple matrix equation (5.14) can be solved either exactly (when it is possible) or numerically
to find M. We assume that the strain-energy function is locally convex at Ay = Ay = 1. It can then
be shown that M must necessarily be positive definite at A\; = Ay = 1 and that equation (5.14)
has a unique solution having this property. The unique solution can then be extended to other
values of A; and Ag. This provides a selection criterion when solving (5.14). For instance, when
N; =0, Ny = 1, the principal axes of stretch in both phases are aligned with the coordinate axes.
The three matrices 7', R and @ then take the simple form

([ Ty O _ 0 R (@1 O
(3 2) me (A ) (3 8) om

Ty = E1212, 1o = Ea200, Ry = E1122, Ro = E2112, Q1 = E1111, Q2 = E2121.

where

In this case, the unique solution of (5.14) having the above-mentioned property is given by

_ M, Mg +iM,
M= ( v ) (5.16)

where

2
M, — \/T1Q1 _ % <M> L r = TI0:) (100,

1+7
T2 TRl - R2
My =r—M Ms =0, My=—7——. 5.17
2 TTl 1 3=0, 4 1+r (5.17)
Return now to the general case. On substituting (4.4) and (5.1) into (4.9), we obtain
A+ [z] =0, (5.18)
whereas with the use of (4.4), (5.1), (5.10) and (5.11), the jump condition (4.18) becomes
M*zt + M~z~ —iyB8 =0, (5.19)
where
B = [7K. (5.20)
Equation (5.18) and (5.19) are two linear equations for z* and z~. Eliminating z~, we obtain
Pzt = (M f—iB), z~ =z +-f, (5.21)
where P, defined by X
P=M"+M", (5.22)

may be referred to as the interfacial impedance tensor. It is then seen that if det P = 0, a standing-
wave solution with z— = z* # 0, v = 0 exists, which implies that the pairwise homogeneous state
may bifurcate into an inhomogeneous two-phase state with v = 0. It will be shown in the next
section that the bifurcation condition det P = 0 also defines a stability boundary with respect to a
certain class of perturbations.

We remark that in the jargon of theory of partial differential equations, det P = 0 signifies
violation of the so-called complementing condition (Simpson and Spector 1989, 1991, Renardy and
Rogers 1992). Satisfaction of this condition at an interface is as important as that of the ellipticity
condition away from the interface for the well-posedness of boundary value problems. If two joined-
half-spaces are in a state with this condition violated, the mathematical problem governing their
further incremental deformations is ill-posed. Although physically we may argue that det P = 0
simply signifies onset of interfacial wrinkling, it is not yet clear how post-wrinkling states could be
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Stability of two-phase deformations 17

determined; see Ogden and Fu (1996) and Fu (1999) for a discussion of the corresponding half-space
problem.
If, on the other hand, det P # 0, the unique solution of (5.21); is given by

= P (M —iB). (5.23)

Once z" and z~ have been determined, we may evaluate (4.24). With the use of (4.4) and (5.1), it
takes the form (4.6) with L given by

VL =iz -7K|+f- (M z" +iy7m K). (5.24)
With the use of (5.20), (5.21) and (5.23), this expression can be reduced to
=f-Mf-g-P'g, where g=Mf—is. (5.25)

Since M+, M~, and hence P are all Hermitian, the above expression shows that L is always real.
According to the kinetic stability criterion, the pairwise homogeneous deformation is stable if L > 0
and unstable if L < 0. The boundary of stability L = 0 gives us another bifurcation condition.

6. Stability analysis by the energy criterion

We first consider a general finite elastic body that occupies the region 2 in its reference config-
uration. We assume that 9Q = S, |J S; where S, is part of 9Q where displacement is prescribed
and S; is where a dead-load surface traction t is prescribed. The resulting displacement field is a
two-phase deformation with €2 divided into a core region €2 and an outer region Q_ = Q\Q, the
interface being denoted by S,. We assume that the (primary) deformation is given by (2.1) and the
interface is defined by

X =Y(«), (6.1)

where o = {1, a2} T parametrizes the interface. The total energy corresponding to this two-phase
deformation is then given by

Qrya- St

Now consider a perturbation of the interface (6.1) and a perturbation of the displacement field (2.1)
defined by
X =Y(a)+ M (Y)+62(Y) + 0(e), (6.3)

and
% =x(X) + euV(X,t) + Eu@ (X, ) + O(e%), (6.4)

respectively, where € is a small parameter characterizing the size of the perturbations. The inclusion
of O(€?) terms in (6.3) and (6.4) is usually not necessary for elasticity problems without phase
transformations. But for the present problem under consideration they are necessary in order to
ensure that the x given by (4.8) is continuous even at the next order. More precisely, the interface
in the current configuration is given by

B = .%'i(Y—i—eE(l)—l—EQE(Q) )+ el (Y +ee™ + )+e 2uP(Y ) e
= xi—i—e{ Fiay) }+e { @+ u) (1)—|—F A9
1~
+§F1A,B£S)€§)} +---, (6.5)

where all the quantities in the last expression are evaluated at X = Y («). It then follows from the
continuity condition [Z;] = 0 that

V] + [Fale) =0, (6.6)

0] + [Fialel? + (WD + 5 Fin ey (6.7)

)

2
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18 Y.B. FPu and A.B. Freidin

It is then seen that if u§2) =0, ff) = 0, the continuity condition (6.7) in general cannot be
satisfied.
The energy corresponding to the perturbed state is given by

B = / W (F)dX]dX}dX, — / £ %dS, (6.8)
o, U S,

where (¥, is the region enclosed by the new interface (6.3), Q. = Q\/,, and from (6.4) the
deformation gradient F is given by

Fia = Tia=Fia+ euﬁljl + eQuf}‘ e (6.9)
In order to evaluate the energy increment F7 — Ey, we use a coordinate transformation
X' =X+ epMV(X) 4+ 2P (X) + - - (6.10)

to transform the regions of integration €, and € to Q4 and Q_, respectively. It is seen that for
this purpose the unknown functions ¢ (1 = 1,2) need to satisfy the condition

i 0 on 0L,
¢! (X) = { £€9(Y) on X = Y(a). (6.11)

We also require qb(i)(X) to be smooth in the sense that d)fz), qb(j?B are both continuous across
X =Y (a), and
o =€V, oYy =€l on X=Y(a). (6.12)

The energy increment due to the perturbations (6.3) and (6.4) is then given by

ox’
AE=F, - F :/ {WF‘_
1 — Eo o o (F) X

where |0X’/0X] is the Jacobian corresponding to the coordinate transformation (6.10) and is given
by

- W(F‘)} dX1dXadXs — /S £-(x—x)dS,  (6.13)

oxX'’ 1 1
X §(¢E41,)A>2 - §¢541,)B¢591,)A} +0(e%). (6.14)

We observe that the W (F) in (6.13) is evaluated at X’ given by (6.10) and should be expanded in
the neighborhood of X’ = X in the evaluation of (6.13). The rest of the derivation is straightforward.

It involves the usual application of the divergence theorem to convert volume integrals to surface
integrals, followed by the use of the continuity condition (6.7) to eliminate the second order fields

=1+edy)y + e {¢fffA -

[u®] and 5(2). It can be shown that to order €2 the energy increment is given by

1
AE = —/ Pds, (6.15)
2 S,

P

where
P = [E;a;Bu;,BU|Na + 2[7; aw; aA]l' — 27; aNa[u; BlEB

+WI(T€p,B — €a,8Nalp) + (W BIERT — (i aFip,c]Naégéc, (6.16)

and we have replaced eu™) and e M by u and &, respectively, so that u, & and I here have the same
meaning as in the previous section. In obtaining (6.15) we have also assumed that the perturbations
satisfy the equilibrium equation (4.13).

The right hand side of (6.15) should be half the second variation of the energy functional (6.8).
Thus, it can also be derived by the usual method of taking the second variation of (6.8). We have
verified that this is indeed the case. We have also checked that the expression is consistent with
Grinfeld’s (1991) equation (4.1.10).

For the plane-strain problem considered in the previous two sections, equation (6.15) yields

1 27

AFE [Eiajpuitj BINA + 2[Tau; Al — 274N alus BlEB

:E )
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+[W](Téa,a — £4,8NAEB) } dyn, (6.17)

where the energy increment is evaluated and averaged over one period of the perturbation in the
y1-direction.
With the use of (4.4), (5.1), (5.10) and (5.11), we first obtain

AE =2 - M¥z" +2~ - M 2z~ +2Re{i[z- 7K]{}. (6.18)

Using the displacement continuity condition (5.21)3 to eliminate z~ in favor of z*, and then (5.20),
(5.22) and (5.25)2 to simplify the resulting expression further, we finally arrive at

AE =w - Hw, (6.19)

(P g ([ z"
H_(éT f'Mf>’ w_<7 )

Note that in obtaining (6.19) we have not imposed the traction continuity condition (5.21);. Thus,
the perturbations are only required to satisfy the equilibrium equation, the displacement continuity
condition and the decaying condition at infinity.

If AFE is positive definite, the pairwise homogeneous deformation is a local energy minimizer
and the two-phase state is then said to be stable. It is seen that a necessary condition for AF to
be positive definite is that P is positive definite. Under this necessary condition, the matrix H can

be written as . ) )
_ P> 0 I 0 Pz PTag
=l 1) (o )05 %) 620

where L is given by (5.25);. It then becomes clear that the necessary and sufficient conditions for
AFE to be positive definite are

where

(i) P is positive definite, and (ii) L > 0. (6.21)

If we assume I" = 0, then the present problem reduces to a stability problem for two half-spaces of
different materials that are bonded together (a joint-body problem, as discussed by e.g. Simpson
and Spector 1991). Equation (6.18) reduces to

AE =21 Pz, (6.22)

Thus, the first condition (i) above is a sufficient condition for stability when the pairwise homoge-
neous deformation is viewed as a joint-body problem. This result is consistent with that of Simpson
and Spector (1991) who also showed that a necessary condition for stability is that P is positive
semi-definite.

When I' = 0, the traction continuity condition (5.21); reduces to

Pzt =0, (6.23)

which has a non-trivial solution only if
det P = 0. (6.24)

This is the bifurcation condition for a straight interface to wrinkle. Such a condition, in less general
form, has been derived by a number of authors; see, e.g. Dowaikh and Ogden (1991). Equation
(6.24) can be obtained from the secular equation for interfacial (Stoneley) waves by setting the
wave speed to zero. Existence and uniqueness of interfacial waves has been the subject of many
studies; see, e.g., Barnett et al. (1985), Chadwick and Borejko (1994), Chadwick (1995).

Since the present problem does not have a natural lengthscale, a general perturbation, that is
periodic along the interface with unit period, can be represented as

oo

u= Z anz(nys)e™, T = Z bpelmvL, (6.25)

n=—oo n=—oo

where R
ag =0, bp=0, a_n = an, z(—ny2) =2(nY2), b_n = by,
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and we reiterate that a superimposed hat signifies complex conjugation. By its construction, the
perturbation given by (6.25) satisfies the equilibrium equation, the displacement continuity condi-
tions at the interface and decays to zero as yo — +00. The expression (6.17) is still valid for such a
general perturbation. It can then be shown that the energy increment, denoted by (AE),, due to
this general perturbation is given by

g +
(AE), = an(”) -Hw™,  where w(™ = < a,l;z > . (6.26)

n=1 n
It is then seen that the necessary and sufficient condition for (AE), to be positive definite is
that the Hermitian matrix H is positive definite, same as for AE. Thus, the pair-wise homogeneous
deformation is stable with respect to general periodic perturbations if conditions (6.21) are satisfied,
and unstable if either P has at least one negative eigenvalue or L is negative. At the stability
boundary det P = 0 or L = 0, higher-order terms in the expansion of the energy increment are
needed to establish stability/instability.

7. Numerical results

We shall consider the case when the strain-energy function is given by (3.7). The PTZ analysis
presented in Section 3 shows that following any loading path starting from the stress-free state,
the new phase boundary has either N7 = 0 or N? = 1. Without loss of generality, we assume that
N; = 0, N; = 1. In this case, the principal axes of stretch in both phases are aligned with the
coordinate axes and we have

fi=e]02i,  [zi] = —v[Ae]d2i,  Bi = [F11]dar. (7.1)
The elastic moduli defined by (4.12) are given by
Eiajp = 2dF;pFia + (¢ + dI1)0;0aB — d(0ij FmB + 6mj Fi)Fina

—dBim0imdap + (J¢') JF5 Fyl — J¢'F Fgl, (7.2)
where the right hand side is evaluated at the primary deformation. From equations (6.3.30) and
(6.3.31) of Ogden (1984), we deduce that the strong ellipticity condition is satisfied if

2 2

c+d>0, 6—‘2/ =c+d+ (d+¢")A\2 >0, 8—2/ =c+d+(d+¢")A\>0. (7.3)
OMf 0As5

We have seen already that violation of the third inequality above is necessary and sufficient for the
existence of a phase boundary with Ny = d42 across which As suffers a jump. The corresponding
PTZ is given by (3.50). Likewise, violation of the second inequality in (7.3) is necessary and suf-
ficient for the existence of a phase boundary with Ny = §41 across which A\; suffers a jump. The
corresponding PTZ is given by (3.51). We note that the non-ellipticity boundaries are given by

O?’W/ON? = 0 and 9*W/ON3 = 0, that is by

1 1 c+d 1 1 c+d
_ - :I: — e s = — c :t —— — — ——5 . 4
)\2 )\1 {J \/§ aq d )\% } and )\1 )\2 {J \/5 ai d )\% } (7 )

By comparing (7.4)1 2 with (3.50) and (3.51), respectively, we see that the two non-ellipticity bound-
aries are embedded in the corresponding PTZs.

As an illustrative example, we choose a3 = 0.8,d = 0.2, J. = 2,¢ = 0.032. The nose of the PTZ
curve in Fig.2 is at \y = /(¢ + d)/(a1 — d) = 0.62183. The lower (respectively upper) branch of the
non-ellipticity boundary (7.4)s intersects the lower (respectively upper) branch of the PTZ curve
(3.50) at Ay = 0.74555 (respectively Ay = 0.75463), and over the interval 0.62183 < A\; < 0.75463
although a two-phase state is mathematically possible, the deformation in one of the two phases
violates the strong ellipticity condition. Thus, our calculations will focus on the interval 0.75463 <
A1 < o0.

Our numerical computations show that det P = 0 when A; = 0.756245 and that P is positive
definite for A\ > 0.756245. At this critical value of \;, we have AE — oo, as can be seen from
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det(P)
L

/ " N

Figure 5. An artistic impression of the signs of det P and AFE.

(5.25). Fig.5 shows an artistic impression of the signs of det P and L. The conditions (6.21) are
satisfied, and hence the pairwise homogeneous deformation is stable, only for A\; > 1.38154, which
is only a subset of the A\; values (namely A; > 0.756245) over which the pairwise homogeneous
deformation is stable when viewed as a joint-body problem.

We observe from Fig.2 that for the present example, if we follow a loading path of biaxial
tension (A1 = Ag2), then a phase transformation will take place when A; = 1.1602. Fig. 5 shows that
the resulting pairwise homogeneous deformation would be unstable. However, the above analysis
indicates that the two-phase deformation will be stable as long as the loading path hits the lower
branch of the PTZ curve in Fig.2 beyond the critical value A; = 1.38154.

8. Conclusion

In this paper we have considered the bifurcation and stability of two joined half-spaces that cor-
respond to two different phases of a single material. A necessary condition for such a two-phase
deformation to exist at all is that the strain-energy function violates the strong ellipticity condi-
tion at some deformation gradient. Our characterization of the two-phase deformation follows the
method of PTZ construction. One of our objectives has been to explain this general method through
a simple example.

Once the two-phase homogeneous deformation is determined, our next objective has been to
investigate whether this deformation is unique under the same boundary conditions. Our analysis
follows the traditional method of adjacent equilibria. The incremental deformation is sinusoidal
along the interface and decays exponentially away from the interface. It is found that two types
of bifurcations are possible, with bifurcation conditions given by det P = 0 and det P # 0 but
L = 0, respectively. When det P = 0 is satisfied, the bifurcation solution has I' = 0, whereas when
det P # 0 but L = 0, the bifurcation solution has I' # 0.

Stability is the other issue which we address concerning the two-phase homogeneous deformation.
We use two stability criteria. The first is a kinetic stability criterion based on a quasi-static approach:
the two-phase state is unstable if a perturbation of the interface in the undeformed configuration
grows and stable otherwise. The other criterion is the energy criterion. We simply compare the
total energies corresponding to the two-phase homogeneous deformation and to the perturbed
inhomogeneous deformation. The perturbations considered are the same normal modes as those
in the bifurcation analysis, and consist of perturbations of the interface in both the current and
undeformed configurations. We give an explicit formula for the energy difference which can be
used to determine whether the two-phase homogenous deformation is an energy minimizer with
respect to the class of perturbations considered. In the application of both criteria, we require the
perturbations to satisfy the equilibrium condition, the displacement continuity condition and the
decaying condition at infinity. In the application of the kinetic stability criterion we additionally
require the perturbations to satisfy the traction continuity condition (in fact equation (4.3) makes
sense only if 7IN is continuous). The kinetic stability criterion breaks down when det P = 0, and
we see that it coincides with the energy criterion only if it is supplemented by the condition that P
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is positive definite. For the numerical example shown in Fig.5, the kinetic stability criterion would
wrongly predict that the two-phase deformation is stable for A\; < 0.76.

Throughout our paper, we have used the Hadamard strain-energy function in our illustrative
numerical calculations. An important property of this class of strain energy function is that when
the material is loaded from the stress-free state, then when a phase transformation takes place
the new phase boundary must necessarily be aligned with one of the principal axes of stretch. In
this case, the surface impedance tensors have explicit expressions and our numerical calculations of
the bifurcation condition and the energy difference are relatively easy. We remark, however, that
there exist strain-energy functions for which the phase boundary will not be aligned with any of the
principal axes of stretch. In this case although explicit expressions for the surface impedance tensors
are not possible, our formulae are very amenable to numerical calculations. Thus, the present paper
provides a general framework under which multi-phase deformations corresponding to any specific
energy function can be characterized and their bifurcation/stability properties assessed.
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